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1
LINE-WIDTH MEASUREMENT DEVICE AND
MEASUREMENT METHOD USING THE
SAME

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a line-with measurement
technology, especially to a line-width measurement device
and a measurement method using the same that increase
accuracy of line-width measurement.

2. Description of the Related Art

With the development of semiconductor manufacturing
process, integrated circuit elements are progressively made
much smaller. Therefore, in the semiconductor manufactur-
ing process, control of critical dimension, such as line width,
line pitch, etc. of fine circuit patterns on masks or wafers, is an
important point. Generally, manufacturers use line-width
measurement device to measure critical dimensions of circuit
patterns, the line-width measurement device can be used to
inspect if the line width or pitch is precise without deviation.

With reference to FIG. 1, FIG. 1 is a schematic view of
performing line-width measurement according to a conven-
tional technology. The conventional technology uses an
image capturing device 91 (such as a CCD camera) to capture
an image from a pattern 92 under measurement, and then
performs line-width measurement through computer pro-
cessing. The image capturing device is usually assembled
together with alight source device 90. The light source device
90 provides illumination in a forward direction on a top of the
pattern 92 under measurement, so that the image capturing
device is able to capture a clear image.

The captured image is colored and will be converted into a
gray scale image for the operation of line-width measure-
ment. In general, before a computer performs line-width mea-
surement of the gray scale image, it will first load an image of
a standard pattern as a measuring reference. With reference to
FIG. 2, lights from the light source device 90 in FIG. 1 will
pass through a filter 93 to provide suitable illumination so that
the gray scale image converted from the captured image can
have similar color contrast with the standard pattern for per-
forming line-width measurement. The filter 93 used in the
light source device for line-width measurement generally
includes five kinds of filter units 930 having different colors to
provide different choices of colored illumination so that dif-
ferent gray scale images can be obtained by using the lights
projected through the different filter units 930.

However, when the gray scale image of the pattern under
measurement has a big difference in color contrast with the
standard pattern, it will affect the accuracy of line-width
measurement. Because foregoing filter 93 only provides five
kinds of filter units 930, the light source device 90 can only
provide five kinds of colored illumination. Since different
patterns under measurement may be made of materials hav-
ing different reflection characteristics, only five choices of
colored illumination will have limited room to adjust the gray
scale image of the pattern under measurement.

Therefore, it is necessary to provide a line-width measure-
ment device and a measurement method using the same to
overcome the problems existing in the conventional technol-

ogy.
SUMMARY OF THE INVENTION
In view of the shortcomings of the conventional technol-

ogy, the main objective of the invention is to provide a line-
width measurement device and a measurement method using
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the same that provide more illumination choices of colored
light source, so as to solve the technical problem in which the
gray scale image of the pattern under measurement has a
difference in color contrast with the standard pattern and
thereby affecting the accuracy of line-width measurement.

In order to achieve the foregoing object of the present
invention, the present invention provides a line-width mea-
surement device comprising:

a platform having a measurement area;

an image capturing device mounted above the platform and
used to capture an image of a pattern under measurement in
the measurement area;

a color-mixing light source device mounted above the plat-
form, including a plurality of monochromatic light sources
and adjusting brightness scale of each of the monochromatic
light sources according to a matching rate between the image
of' the pattern under measurement and an image of a standard
pattern.

In one embodiment of the present invention, the line-width
measurement device further comprises a controller, and the
controller is connected to the image capturing device and
receives the image of the pattern under measurement captured
by the image capturing device.

In one embodiment of the present invention, the controller
is further connected to the color-mixing light source device
and is used to control the color-mixing light source device to
adjust the brightness scale of each of the monochromatic light
sources according to the matching rate between the image of
the pattern under measurement and the image of the standard
pattern.

In one embodiment of the present invention, the controller
is further used to convert the image of the pattern under
measurement to a gray scale image, and then compare the
gray scale image with the image of the standard pattern so as
to confirm the matching rate between the gray scale image
and the image of the standard pattern.

In one embodiment of the present invention, when the
matching rate is larger than or equal to 80%, the controller is
further used to measure widths of lines in the gray scale
image; when the matching rate is lower than 80%, the con-
troller then controls the color-mixing light source device to
adjust the brightness scale of each of the monochromatic light
sources.

In one embodiment of the present invention, the color-
mixing light source device has a red light source, a blue light
source and a green light source which provide 256 kinds of
colored illumination by color mixing.

In one embodiment of the present invention, the red light
source, the red light source, the blue light source and the green
light source are at least one red light-emitting diode, at least
one blue light-emitting diode and at least one green light-
emitting diode, respectively.

The present invention further provides a line-width mea-
surement method comprising steps of:

S101: loading a standard pattern;

S102: using a color-mixing light source device having a
plurality of monochromatic light sources to provide illumi-
nation to a measurement area;

S103: scanning the measurement area to capture an image
of a pattern under measurement;

S104: converting the image of the pattern under measure-
ment to a gray scale image and then comparing the gray scale
image with the image of the standard pattern so as to confirm
the matching rate between the gray scale image and the image
of the standard pattern; and

S105: when the matching rate is larger than or equal to a
specific value, measuring widths of lines in the gray scale
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image; or when the matching rate is lower than the specific
value, adjusting the brightness scale of each of the monochro-
matic light sources and providing illumination again and
re-executing steps S103, S104 and S105.

In one embodiment of the present invention, the specific
value is 80%.

In one embodiment of the present invention, the color-
mixing light source device has a red light source, a blue light
source and a green light source; and adjusting the brightness
scale of each of the monochromatic light sources in step S105
is to adjust the brightness scale of the red light source, the blue
light source and the green light source.

The present invention further provides another line-width
measurement device comprising:

a platform having a measurement area;

an image capturing device mounted above the platform and
being used to capture an image of a pattern under measure-
ment in the measurement area;

a controller connected to the image capturing device and
receiving the image of the pattern under measurement cap-
tured by the image capturing device; and

a color-mixing light source device mounted above the plat-
form, including a plurality of monochromatic light sources
and adjusting brightness scale of each of the monochromatic
light sources according to the matching rate between the
image of the pattern under measurement and an image of a
standard pattern so as to provide suitable color-mixed lights
for illumination, wherein the color-mixing light source
device includes a red light source, a blue light source and a
green light source.

In one embodiment of the present invention, the color-
mixing light source device further has an optical element; and
the lights emitted by the monochromatic light sources are
together projected onto the optical element and mixed with
each other, and then are projected outwardly after passing
through the optical element.

The present invention uses the color-mixing light source
device to correspondingly provide illumination to the mea-
surement area. The color-mixing light source device includes
a plurality of monochromatic light sources and is able to
adjust the brightness scale of each monochromatic light
source according to the matching rate of the image of the
pattern under measurement and the image of a standard pat-
tern so that it can provide suitable mixed colored lights for
illumination and further reduce the difference in color con-
trast between the gray scale image of the pattern under mea-
surement and the image of the standard pattern, effectively
increase the accuracy of line-width measurement.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an operational view of a conventional line-width
measurement device;

FIG. 2 is an operational view showing that a light source
device projecting lights through a filter of the conventional
line-width measurement device;

FIG. 3 is an operation view of a preferred embodiment of a
line-width measurement device in accordance with the
present invention;

FIG. 4 is a schematic view of a preferred embodiment of a
color-mixing light source device of the line-width measure-
ment device in accordance with the present invention; and

FIG. 5 is a flow chart of a preferred embodiment of a
line-width measurement method in accordance with the
present invention.
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DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The foregoing objects, features and advantages adopted by
the present invention can be best understood by referring to
the following detailed description of the preferred embodi-
ments and the accompanying drawings. Furthermore, the
directional terms described in the present invention, such as
upper, lower, front, rear, left, right, inner, outer, side and etc.,
are only directions referring to the accompanying drawings,
so that the used directional terms are used to describe and
understand the present invention, but the present invention is
not limited thereto.

With reference FIG. 3, FIG. 3 is an operation view of a
preferred embodiment of a line-width measurement device in
accordance with the present invention. The line-width mea-
surement device comprises a platform 10, an image capturing
device 20 and a color-mixing light source device 30.

The platform 10 has a measurement area 11. The measure-
ment area 11 is positioned on a top surface of the platform 10
for placing a pattern 100 under measurement (i.e. to be mea-
sured). The pattern under measurement 100 mainly refers to
related components in the field of liquid crystal display
device, such as an indium tin oxide (ITO) transparent elec-
trode of a liquid crystal panel, data lines, scanning lines, etc.,
but is not limited thereto.

The image capturing device 20 is mounted above the plat-
form 10 and may be attached to a bracket (not illustrated in the
figures) mounted on the platform 10. The image capturing
device 20 preferably is aligned with and faces the measure-
ment area 11 of the platform 10 and captures an image of the
pattern 100 under measurement in the measurement area 11.

The color-mixing light source device 30 is mounted above
the platform 10. The color-mixing light source device 30
correspondingly provides forward illumination to the mea-
surement area 11, and an incident direction of the forward
illumination is perpendicular to the surface of the platform
10. The color-mixing light source device 30 may be a light-
emitting diode (LED) assembly. With further reference to
FIG. 4, FIG. 4 is a schematic view of a preferred embodiment
of the color-mixing light source device 30 of the line-width
measurement device in accordance with the present inven-
tion. The color-mixing light source device 30 includes a plu-
rality of monochromatic light sources. In this embodiment,
the monochromatic light sources include a red light source
300, a blue light source 301 and a green light source 302. The
red light source 300, the blue light source 301 and the green
light source 302 preferably are at least one red light-emitting
diode, at least one blue light-emitting diode and at least one
green light-emitting diode, respectively. The color-mixing
light source device 30 can adjust brightness scale of each of
the monochromatic light sources according to the matching
rate between the image of the pattern 100 under measurement
and an image of a standard pattern so as to provide suitable
color-mixed lights for illumination. When the monochro-
matic light sources are the red light source 300, the blue light
source 301 and the green light source 302, the color-mixing
light source device 30 can provide 256 kinds of colored illu-
mination by color mixing. Furthermore, the color-mixing
light source device 30 may further have an optical element 31,
such as a lens; and the lights emitted by the monochromatic
light sources may be projected onto the optical element 31
together and be mixed with each other, and then be projected
outwardly after passing through the optical element 31.

The line-width measurement device may further comprises
a controller 40. The controller 40 is connected to the image
capturing device 20 and is used to receive the image of the
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pattern under measurement captured by the image capturing
device 20. In this embodiment, the controller 40 is further
connected to the color-mixing light source device 30 and is
used to control the color-mixing light source device 30 to
adjust the brightness scale of each of the monochromatic light
sources according to the matching rate between the image of
the pattern 100 under measurement and the image of the
standard pattern. The controller 40 is further used to convert
the image of the pattern 100 under measurement to a gray
scale image, and then compare the gray scale image with the
image of the standard pattern so as to confirm the matching
rate between the gray scale image and the image of the stan-
dard pattern. When the matching rate is larger than or equal to
a specific value, the controller 40 then further measures
widths of lines in the gray scale image; or when the matching
rate is lower than the specific value, the controller 40 then
further controls the color-mixing light source device 30 to
adjust the brightness scale of each of the monochromatic light
sources. In this embodiment, the specific value is preferably
80%, wherein the matching rate refers to the degree of simi-
larity in color contrast between the gray scale image and the
image of the standard pattern.

Since the color-mixing light source device 30 is used to
provide illumination, the color-mixing light source device
correspondingly adjust the brightness scale of each of the
monochromatic light sources according to the matching rate
between the pattern under measurement and the standard
pattern, and thereby providing suitable colored illumination
by mixing colored lights. Suitable colored illumination
allows the gray scale image of the pattern under measurement
to have similar color contrast with the standard pattern. In this
way, the controller 40 can measure the widths of the lines in
the pattern 100 under measurement more accurately.

The line-width measurement device may be operated by a
line-width measurement method. The line-width measure-
ment method, with reference to FIG. 5, comprises steps of:

S101: loading a standard pattern;

S102: using a color-mixing light source device to provide
illumination to a measurement area 11;

S103: scanning the measurement area 11 to capture an
image of a pattern 100 under measurement;

S104: converting the image of the pattern 100 under mea-
surement to a gray scale image and then comparing the gray
scale image with the image of the standard pattern so as to
confirm the matching rate between the gray scale image and
the image of the standard pattern; and

S105: when the matching rate is larger than or equal to a
specific value, then further measuring widths of lines in the
gray scale image.

Besides, in step S105, when the matching rate is lower than
the specific value, then further adjust the brightness scale of
each of the monochromatic light sources and provide illumi-
nation again and re-execute steps S103, S104 and S105.

In more detail, the step S101 is to use the controller 40 to
load an image of the standard pattern. The step S102 is to use
a plurality of monochromatic light sources of the color-mix-
ing light source device to provide illumination. The step S103
is to use the image capturing device 20 to scan the measure-
ment area 11 to capture the image of the pattern 100 under
measurement. The step S104 is to use the controller 40 to
convert the image of the pattern 100 under measurement to a
gray scale image and use the controller 40 to compare the gray
scale image with the image of the standard pattern so as to
confirm the matching rate of the gray scale image and the
image of the standard pattern. The step S105 is to use the
controller 40 to determine that when the matching rate is
larger than or equal to a specific value, the controller 40 then
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further measures width of lines in the gray scale pattern; and
if the controller 40 determine that the matching rate is lower
than the specific value, the controller 40 then further control
the color-mixing light source device 30 to adjust the bright-
ness scale of each of the monochromatic light sources, and
provide illumination again and re-execute steps S103, S104
and S105. In an embodiment of the line-width measurement
method, the specific value is 80%.

By the above description, comparing with the conventional
line-width measurement device that provides only a few
choices of colored illumination due to a limited variety of the
filter units of a filter, the present invention uses a color-mixing
light source device having a plurality of monochromatic light
sources that are able to provide 256 kinds of colored illumi-
nation by color mixing. Hence, the measurement method of
the present invention can provide suitable colored illumina-
tion according to the matching rate of the image of the pattern
under measurement and the image of a standard pattern, and
thereby reducing the difference in color contrast between the
gray scale image of the pattern under measurement and the
image of the standard pattern to effectively increase the accu-
racy and stability of line-width measurement.

The present invention has been described with a preferred
embodiment thereof and it is understood that many changes
and modifications to the described embodiment can be car-
ried out without departing from the scope and the spirit of the
invention that is intended to be limited only by the appended
claims.

What is claimed is:

1. A line-width measurement device comprising:

a platform having a measurement area;

an image capturing device mounted above the platform and
being used to capture an image of a pattern under mea-
surement in the measurement area;

a controller connected to the image capturing device and
receiving the image of the pattern under measurement
captured by the image capturing device; and

a color-mixing light source device mounted above the plat-
form, including a plurality of monochromatic light
sources and adjusting brightness scale of each of the
monochromatic light sources according to a matching
rate between the image of the pattern under measure-
ment and an image of a standard pattern so as to provide
suitable color-mixed lights for illumination, wherein the
color-mixing light source device includes a red light
source, a blue light source and a green light source,
wherein the controller is further used to convert the
image of the pattern under measurement to a gray scale
image, and then compare the gray scale image with the
image of the standard pattern so as to confirm the match-
ing rate between the gray scale image and the image of
the standard pattern; the controller is further used to
measure the widths of lines in the gray scale image when
the matching rate is larger than or equal to 80%, and to
control the color-mixing light source device to adjust the
brightness scale of each of the monochromatic light
sources when the matching rate is lower than 80%.

2. The line-width measurement device as claimed in claim

1, wherein the color-mixing light source device further has an
optical element; and the lights emitted by the monochromatic
light sources are projected onto the optical element together
and mixed with each other, and then are projected outwardly
after passing through the optical element.

3. The line-width measurement device as claimed in claim
1, wherein the controller is further connected to the color-
mixing light source device and is used to control the color-
mixing light source device to adjust the brightness scale of
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each of the monochromatic light sources according to the
matching rate between the image of the pattern under mea-
surement and the image of the standard pattern.

4. The line-width measurement device as claimed in claim

1, wherein the color-mixing light source device has a red light
source, blue light source and a green light source which
provide 256 kinds of colored illumination by color mixing.

5. The line-width measurement device as claimed in claim

1, wherein the blue light source and the green light source are
at least one red light-emitting diode, at least one blue light-
emitting diode and at least one green light-emitting diode,
respectively.

6. A line-width measurement device comprising:

a platform having a measurement area;

an image capturing device mounted above the platform and
used to capture an image of a pattern under measurement
in the measurement area;

a color-mixing light source device mounted above the plat-
form, including a plurality of monochromatic light
sources and adjusting brightness scale of each of the
monochromatic light sources according to a matching
rate between the image of the pattern under measure-
ment and the image of a standard pattern, wherein the
controller is further used to convert the image of the
pattern under measurement to a gray scale image, and
then compare the gray scale image with the image of the
standard pattern so as to confirm the matching rate
between the gray scale image and the image of the stan-
dard pattern; the controller is further used to measure
widths of lines in the gray scale image when the match-
ing rate is larger than or equal to 80%, and to control the
color-mixing light source device to adjust the brightness
scale of each of the monochromatic light sources when
the matching rate is lower than 80%.

7. The line-width measurement device as claimed in claim

6, wherein the line-width measurement device further com-
prises a controller, and the controller is connected to the
image capturing device and receives the image of the pattern
under measurement captured by the image capturing device.
8. The line-width measurement device as claimed in claim
7, wherein the controller is further connected to the color-
mixing light source device and is used to control the color-
mixing light source device to adjust the brightness scale of
each of the monochromatic light sources according to the
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matching rate between the image of the pattern under mea-
surement and the image of the standard pattern.

9. The line-width measurement device as claimed in claim
6, wherein the color-mixing light source device has a red light
source, a blue light source and a green light source which
provide 256 kinds of colored illumination by color mixing.

10. The line-width measurement device as claimed in
claim 9, wherein the red light source, the blue light source and
the green light source are at least one red light-emitting diode,
at least one blue light-emitting diode and at least one green
light-emitting diode, respectively.

11. The line-width measurement device as claimed in
claim 6, wherein the color-mixing light source device further
has an optical element; and the lights emitted by the mono-
chromatic light sources are together projected onto the optical
element and mixed with each other, and then are projected
outwardly after passing through the optical element.

12. A line-width measurement method comprising steps
of:

S101: loading a standard pattern;

S102: using a color-mixing light source device having a
plurality of monochromatic light sources to provide illu-
mination to a measurement area;

S103: scanning the measurement area to capture an image
of a pattern under measurement;

S104: converting the image of the pattern under measure-
ment to a gray scale image and then comparing the gray
scale image with the image of the standard pattern so as
to confirm a matching rate between the gray scale image
and the image of the standard pattern; and

S105: when the matching rate is larger than or equal to
80%, measuring widths of lines in the gray scale image;
or when the matching rate is lower than 80%, adjusting
the brightness scale of each of the monochromatic light
sources and providing illumination again and re-execut-
ing steps S103, S104 and S105.

13. The line-width measurement method as claimed in
claim 12, wherein the color-mixing light source device has a
red light source, a blue light source and a green light source;
and adjusting the brightness scale of each of the monochro-
matic light sources in step S105 is to adjust the brightness
scale of the red light source, the blue light source and the
green light source.



